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Speed  10/100Base-T 

Protection  Built-in 1.5 k VDC magnetic isolation LED Indicators 

 System: Power, Factor Reset 

 LAN:  Speed, Link/Active  
 Serial: Tx, Rx 

Multi master support 
 Supports up to 10 connections per  
 serial port under TCP Server mode 

Port Type RS-232/422/485, software selectable 

No. of Ports AT-41T: 1 / AT-42T: 2 / AT-44T: 4 

Port Connector DB9 & Terminal Block 

Data Bits 8, 9 ( Including Parity ) 

Stop Bits 1 or 2 

Parity None, Odd, Even 

Port Isolation 
AT-41T: Galvanic(2.5kV) / Optical 

AT-42T / AT-44T:  Optical 

Baud Rate All standard + Customize Option 

Terminating Resistor In-built 120 ohm 

Pull High/ Low 
Resistor for RS485 

10 Kilo-ohm in-built 

Protection Reverse Voltage / ESD Protection 

Serial Signals 
RS-232: TxD, RxD, RTS, CTS, GND 
RS-485: A/D+, B/P/D-, GND 

Dimensions(W x H x D) 

AT-41T: 28.50* 78.00*126.80 
 AT-42T: 28.50* 128.00*175.60 
 AT-44T: 28.50* 128.00*175.60 

Enclosure  Metal 

Mounting  DIN-rail 

Weight 

AT-41T: 0.265 Kg  
 AT-42T: 0.520 Kg  
 AT-44T: 0.540 Kg 

IP Rating  IP54 

Power Input  9 ~ 36 V 

Power Connector  1 Terminal block 

Power Consumption 
AT-41T: 1.44 W 

 AT-42T: 3.84 W 

 AT-44T: 3.84 W 
Driver Support  Windows 10/11 

Configuration  Windows Utility, Web-based 

 Operation Modes 
 VCOM, TCP Server/ Client, 
 UDP Server/Client, Telnet 

 Protocols 
 ICMP, ARP, DHCP, UDP, TCP/IP, IPV4,  
 HTTP, Telnet 

Operating Temperature  0 ~ 60 °C 

Storage Temperature  0 ~ 85 °C 

Operating Humidity  20 ~ 95% RH 

Certifications  ROHS 

Specifications 

General 

Introduction 

The AT-4T Series Ethernet Device Servers are designed to connect serial devices to modern Ethernet networks, enabling reliable and transparent 

data communication between serial and TCP/IP systems. The AT-41T/42T/44T models support RS-232/422/485 interfaces and offer flexible 
configuration options. These devices allow Ethernet hosts to access serial equipment remotely, while also enabling serial devices to 

communicate over the Ethernet. With robust design, high data throughput, and easy-to-use configuration utilities, the AT-4T Series provides an 
efficient & cost-effective solution for industrial automation, monitoring & control applications requiring seamless serial-to-Ethernet connectivity. 

 

 1 x 10/100 Mbps Ethernet port 
 

 No Protocol Conversion 
 

 Supports up to 10 connections per serial port under 

     TCP Server mode 
 

 Software-selectable RS-232/422/485-2w/485-4w 

communication 
 

 Built-in 8-kV ESD protection for all serial signals 
 AT-41T AT-42T AT-44T 

Serial Communications 

Ethernet Communications 

Mechanics 

Power Requirements 

Environment 

Software 

http://www.avyannatech.com/
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Order Information 
 

 

 

                                                                                                                                                                                                

 

 

 

 

 

  

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

            Part No.      Description  

             AT-41T        1-port RS-232/422/485 Serial Device Server 

             AT-42T       2-port RS-232/422/485 Serial Device Server 

             AT-44T       4-port RS-232/422/485 Serial Device Server 

Dimensions & Drawing  
 

AT-41T 

AT-42T 

AT-44T 
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